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What you get with 

your LIBERTY HOME 


Ja 


Liberty Homes are designed by expert architects, with every detail of construc¬ 
tion worked out in accordance with the best modern engineering practice. 
Nothing is uncertain in building a Liberty Home. Nothing is left to chance. 
With the complete detailed plans and the materials furnished accurately 
cut-to-fit, the carpenter erecting a Liberty Home has no alternative but to 
abide by this correct construction and design. 


F OLLOWING, on this and the next two pages, 
are the specifications of the materials that we 
furnish for Liberty Homes. Read them care¬ 
fully, so that you may know exactly how complete 
are the materials furnished, 
and what great care has been 
taken in planning every 
detail for your Liberty Home. 

FRAMING —In the building 
of a good home nothing is 
more important than the use 
of thoroughly seasoned ma¬ 
terial of the right kinds and 
proper sizes. Upon the proper 
framing of the home, the use 
of the right kinds of lumber 
in the correct sizes, depends 
the degree of satisfaction the 
home will give to the owner in after years. In 
Liberty Homes the correct construction is 
determined beforehand by 
experienced architects and 
the material all furnished 
accordingly, each piece of 
framing material being 
selected for strength and 
quality, and then accurately 
cut to fit. 

CENTER SILL— On all 
two-story houses and also 
the Columbia, Lafayette, 

Senator, Washington and 
Livingston “A,” the center 
sill is a 6 x 8 built-up sill. 

On all other one-story 
houses a 6 x 6 built-up sill 
is furnished. 

FLOOR JOISTS —2 x 8 
floor joists spaced 16" on 
centers are furnished with 

all houses excepting the Crescent, Betsy Ross, 
Lexington, Sterling, Providence, and the Sheridan, 



Note the Sturdy Floor Construction 





Construction Between First and Second Floors. 
Note Firestop Construction 


which have 2x8 floor joists spaced 24" on centers, 
and the Chester and Sunbeam which have 2x6 
floor joists 24" on centers. 

CEILING JOISTS —2"x4" spaced 16 inches on 
centers, accurately cut to fit. 
STUDDING— 2x4 studding 
spaced 16 inches on centers 
are furnished for all outside 
walls and partitions. 

WALL PLATES —A single 
2x4 plate is use at the bot¬ 
tom and a double 2x4 plate 
at the top of all walls and 
partitions. This modern con¬ 
struction prevents any circu¬ 
lation of air between the 
studding from the cellar to 
the attic, thereby giving a 
much warmer and more substantial home. 
RAFTERS —Rafters for both main and porch 

roofs are 2x4 spaced 24" 
on centers. All rafters 
notched, beveled, mitered 
and cut to exact length 
ready to set in place. 
ROOF BOARDS— 1x4 
sound roof boards, spaced 
2" apart, are furnished 
when Red Cedar shingles 
are used. Spacing the 
roof boards in this way 
permits air to get at the 
shingles underneath, there¬ 
by insuring a long lasting 
roof. When slate surfaced 
roofing or strip shingles 
are specified, the roof 
boards are furnished 1x6 
laid tight. The roof boards 
are all cut to fit, ready to 
nail in place. 

SIDEWALLS— ^x6" Clear “A” Red Cedar 
bevel siding is furnished for the entire sidewalls. 
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